The Insta-RP 2 Series is an adhesive Rear Projection Film that is self-adhesive for installations on storefronts or any applications requiring a rear projection system display.

**Screen Material**
- Self-adhesive optical rear projection material
- 4K Ultra HD, Active 3D, and HDR Ready
- Minimum throw (lens) ratio of 0.19 x image width
- Textured PET (Polyethylene terephthalate)
- 2.2 gain with 180° wide diffusion uniformity
- Material is easy to clean and maintain
- Available in the following diagonal sizes:
  - 100" in 4:3 format
  - 114" in 16:10 format
  - 123" in 16:9 format
  - Also available in 5'x20' size

**Quality and Reliability**
- 2-year Parts & Labor manufacturer's warranty
- 3-year warranty offered through ENR-G program (Education, Non-Profit, Religious and Government)

<table>
<thead>
<tr>
<th>Model Number</th>
<th>Nominal Diagonal</th>
<th>Viewable Height</th>
<th>Viewable Width</th>
<th>Gain</th>
<th>Screen Material</th>
<th>Projection Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>IRP100V2</td>
<td>100’ (4:3)</td>
<td>59.8</td>
<td>80.0</td>
<td>2.2</td>
<td>WraithVeil 2</td>
<td>Rear</td>
</tr>
<tr>
<td>IRP114X2</td>
<td>114” (16:10)</td>
<td>59.8</td>
<td>96.0</td>
<td>2.2</td>
<td>WraithVeil 2</td>
<td>Rear</td>
</tr>
<tr>
<td>IRP123H2</td>
<td>123” (16:9)</td>
<td>59.8</td>
<td>107.0</td>
<td>2.2</td>
<td>WraithVeil 2</td>
<td>Rear</td>
</tr>
<tr>
<td>IRP5x20V2</td>
<td>N/A</td>
<td>59.8</td>
<td>240.0</td>
<td>2.2</td>
<td>WraithVeil 2</td>
<td>Rear</td>
</tr>
</tbody>
</table>