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Section 1: Screen Design                                               
1.1 What is it for? 

The DIY Outdoor Movie Screen
into place by use of its grommets. They evenly spread out
projection surface and readily attach to their surrounding environment such as garage door 
frames, walls, trees and pole supports.
 

1.2  How does it work? 
The projection surface is textured to avoid hot
wide viewing angle that is perfect for social events.
that allows the average person use it makes the
for many seasonal events to come.

 
Section 2: Product Features                                              
2.1  Characteristics 

 PVC vinyl material for Outdoor usage
 DynaWhite 1.1 gain matte white material
 WraithVeil 2.2 gain for rear projection
 Textured surface eliminates hot
 Grommets for easy setup 
 Rigging cords included 
 Standard 2 year warranty 

 
2.2  Model Numbers 

 
Model 

Number 
Diag. 
Size 

Aspect 
Ratio 

Viewing H. 
(in) 

DIY145V 145" 4:3 86.5 
DIY148RV 148" 4:3 88.8 
DIY193V 193" 4:3 115.4 
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DIY SCREEN SERIES 

n                                               
DIY Outdoor Movie Screen is made of a theater-grade PVC material that is easily fastened 

into place by use of its grommets. They evenly spread out the material tension for a flat 
projection surface and readily attach to their surrounding environment such as garage door 
frames, walls, trees and pole supports.  

The projection surface is textured to avoid hot-spotting while providing color neutrality, and a 
wide viewing angle that is perfect for social events. All these features plus its DIY simplicity 
that allows the average person use it makes the DIY Outdoor Movie Screen a treasured asset 
for many seasonal events to come. 

Product Features                                              
PVC vinyl material for Outdoor usage 
DynaWhite 1.1 gain matte white material 
WraithVeil 2.2 gain for rear projection 
Textured surface eliminates hot-spotting 

Viewing W. 
(in) 

Screen 
Material Gain Case 

Color 
N.W. 
(lbs)

115.4 DynaWhite 1.1 N/A 9.15 
118.4 WraithVeil 2.2 N/A 6.94 
153.9 DynaWhite 1.1 N/A 20.17
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n                                                
grade PVC material that is easily fastened 

the material tension for a flat 
projection surface and readily attach to their surrounding environment such as garage door 

iding color neutrality, and a 
All these features plus its DIY simplicity 

a treasured asset 

Product Features                                               

N.W. 
 

G.W. 
(lbs) 

Packaging 
Dimensions (LxWxH) 

 11.46 28.7"x3.5"x11.8" 
 9.74 28.7"x11.8"x3.5” 

20.17 24.43 36.6"x3.5"x11.8" 
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Section 3: Screen Material Specifications
3.1  Characteristics 
DynaWhite is a professionally engineered 
theater-grade PVC material for outdoor use. It 
eliminates all of the problems encountered 
when trying to project on regular sheet fabrics. 
Its 1.1 gain matte white projection surface is 
texture to avoid hot-spotting while providing 
color neutrality, and a wide viewing angle. 
 
Features & Benefits  
  PVC vinyl material for Outdoor usage
  Gain: 1.1 
  View Angle: 160° (80° ±LR) 
  Mildew resistant 
  Surface can be cleaned with a moist cotton 

cloth (water) 
  Textured surface eliminates hot
  Active 3D and 4K Ultra HD Ready

 
3.2  Gain and Viewing Angle Chart
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Specifications                                              
is a professionally engineered 

grade PVC material for outdoor use. It 
eliminates all of the problems encountered 
when trying to project on regular sheet fabrics. 

ite projection surface is 
spotting while providing 

color neutrality, and a wide viewing angle.  

PVC vinyl material for Outdoor usage 

Surface can be cleaned with a moist cotton 

Textured surface eliminates hot-spotting 
Active 3D and 4K Ultra HD Ready 

and Viewing Angle Chart 

Specifications 
Thickness 
Weight 
Maximum Height 
On-axis Gain 
Half-Gain Angle 
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0.36 mm 
350 g/m2 
3.2 M 
1.1 
Does not reach half gain 
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3.4  Characteristics 
WraithVeil is our rear projection screen 
material. It has a high gain performance for 
applications with a high ambient light 
intrusion.  Its 2.2 gain configuration is ideal 
for events such as clubs, restaurants, trade 
shows, meeting rooms, and outside evening 
presentations.  Its special surface coating 
enhances color reproduction and black level 
contrast with wide uniformity for large 
audiences.  Seamless screen sizes are 
available in sizes up to 200".  
Features & Benefits  
 Textured PVC with surface coating
 Gain 2.2 
 Viewing angle: 160° (80° ± LR) 
 Screen surface can be easily cleaned with mild 

soap and water 
 Mildew resistant 
 4K Ultra HD and Active 3D Ready

 
3.5  Gain and Viewing Angle Chart
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is our rear projection screen 
material. It has a high gain performance for 
applications with a high ambient light 

Its 2.2 gain configuration is ideal 
s, restaurants, trade 

shows, meeting rooms, and outside evening 
Its special surface coating 

enhances color reproduction and black level 
for large 

Seamless screen sizes are 

Textured PVC with surface coating 

 
e easily cleaned with mild 

4K Ultra HD and Active 3D Ready 
Gain and Viewing Angle Chart 

Specifications  
Thickness 0.36 mm
Weight 350 g/m²
Maximum Height 3.2 M
On-axis Gain 1.0 
Half-Gain Angle Does not reach half gain
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0.36 mm 
350 g/m² 
3.2 M 
Does not reach half gain 
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Section 4: Execution                                                  
4.1  Submittals  
 

a. DIY Outdoor Screen Material x 1

 

4.2  Setup Procedure 
PLEASE NOTE: Prolonged storage of the DIY Screen Series in its factory packaging may result in having
noticeable horizontal lines on its surface. The lines a
be eliminated by leaving the screen in the down position for a few days after the installation. This allows the 
material to stretch out. After the few days of leaving the screen installed, the Memory Li
without return.  
There are many unique ways for the DIY/DIY PRO to be installed. Below is a general guideline for 
the installation of the screen. Please note that a frame is 
1. Unroll the screen material on a clean surface. 
2. Insert the Polypropylene rope through each grommet in the material and attach to the 

installation location.  
(Image below is of DIY Pro Series- Actual screen appearance 

 
 
 
 
 
 
 
 

Please make sure all parts listed below are includ
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Execution                                                  

What’s included? 
door Screen Material x 1 b. Dynamic Rope x 4 c. Polypropylene Rope

 

Prolonged storage of the DIY Screen Series in its factory packaging may result in having
noticeable horizontal lines on its surface. The lines are identified as “Memory Lines”. The Memory Lines can 
be eliminated by leaving the screen in the down position for a few days after the installation. This allows the 
material to stretch out. After the few days of leaving the screen installed, the Memory Lines should vanish 

There are many unique ways for the DIY/DIY PRO to be installed. Below is a general guideline for 
the installation of the screen. Please note that a frame is not included with the DIY/DIY PRO screen.  

terial on a clean surface.  
Insert the Polypropylene rope through each grommet in the material and attach to the 

Actual screen appearance will vary based on series and model number)

Please make sure all parts listed below are included before proceeding with the installation.
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Execution                                                   

c. Polypropylene Rope x1 

 

Prolonged storage of the DIY Screen Series in its factory packaging may result in having 
re identified as “Memory Lines”. The Memory Lines can 

be eliminated by leaving the screen in the down position for a few days after the installation. This allows the 
nes should vanish 

There are many unique ways for the DIY/DIY PRO to be installed. Below is a general guideline for 
with the DIY/DIY PRO screen.   

Insert the Polypropylene rope through each grommet in the material and attach to the 

on series and model number) 

ed before proceeding with the installation. 
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Tightly fasten the Polypropylene rope throughout each grommet to make the screen flat 
while fastening the rope to the installation location. 
stretches the material to its maximum extent. Once the approximate length of rope t
needed can be determined, remove any excess rope by simply cutting it. 
 

 
Note:  Wrap rope with tape before cutting

 
 

3. The bungee cord can be attached to each of the four corners of the material and to the 
support structure to create a more secure i
the material. When placed at each corner, the elasticity of the cord will tension the screen 
making it more flat provide a more uniform surface.
 

 
 
 
 
Section 5: Product Specifications                          
5.1  Dimensions 
 

Model 
Number 

Diag. 
Size 

Aspect 
Ratio 

Screen  
width 

(A) 

View  
width 
(A1) 

DIY145V 145" 4:3 118.5 115.4 
DIY193V 193" 4:3 157.0 153.9 

DIY148RV 148" 4:3 121.5 118.4 

DIY145V 145" 4:3 3010 2930 
DIY193V 193" 4:3 3988 3908 

DIY148RV 148" 4:3 3087 3007 

Note: The Screen material is not designed to be left outdoors for an extensive period of time. Leaving the 
screen outdoors will result in a reduced lifespan of the screen material. To prevent damage caused by the 
outdoor elements, we recommend that you disassemble the screen after each use and store it indoors.

PRODUCT WHITE PAPER      

www.elitescreens.com 

 GmbH |Elite Screens France SAS |Elite Screens India | Elite Screens 

creens Taiwan Corp. |Elite Screens Japan | Elite Screens Australia 

ly fasten the Polypropylene rope throughout each grommet to make the screen flat 
while fastening the rope to the installation location.  Do several tests to ensure the rope 
stretches the material to its maximum extent. Once the approximate length of rope t
needed can be determined, remove any excess rope by simply cutting it.  

p rope with tape before cutting 

The bungee cord can be attached to each of the four corners of the material and to the 
support structure to create a more secure installation while at the same time stretching 
the material. When placed at each corner, the elasticity of the cord will tension the screen 
making it more flat provide a more uniform surface. 

Product Specifications                                              

 
A2 

Overall 
Height 

(B) 

View  
Height 

(B1) 
Dynamic  
rope (C) 

QTY of 
Dynamic 

rope 
Polypropylene 

Unit: Inches 
 1.6 89.7 86.5 236.2 (4) 
 1.6 118.5 115.4 236.2 (4) 
 1.6 92.0 88.8 236.2 (4) 

Unit: mm 
40 2278 2198 6000 (4) 
40 3011 2931 6000 (4) 
40 2336 2256 6000 (4) 

Note: The Screen material is not designed to be left outdoors for an extensive period of time. Leaving the 
creen outdoors will result in a reduced lifespan of the screen material. To prevent damage caused by the 
outdoor elements, we recommend that you disassemble the screen after each use and store it indoors.
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ly fasten the Polypropylene rope throughout each grommet to make the screen flat 
Do several tests to ensure the rope 

stretches the material to its maximum extent. Once the approximate length of rope that is 

The bungee cord can be attached to each of the four corners of the material and to the 
nstallation while at the same time stretching 

the material. When placed at each corner, the elasticity of the cord will tension the screen 

                     

Polypropylene  
rope (D) 

QTY of 
Polypropylene  

Rope 

590.6 (1) 
590.6 (2) 
590.6 (1) 

15000 (1) 
15000 (2) 
15000 (1) 

Note: The Screen material is not designed to be left outdoors for an extensive period of time. Leaving the 
creen outdoors will result in a reduced lifespan of the screen material. To prevent damage caused by the 
outdoor elements, we recommend that you disassemble the screen after each use and store it indoors. 
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5.2  Drawing 

5.3  Pictures 
DIY Screen Series – Front View 
 
 
 
 
 
 
 

 

PRODUCT WHITE PAPER      

www.elitescreens.com 

 GmbH |Elite Screens France SAS |Elite Screens India | Elite Screens 

creens Taiwan Corp. |Elite Screens Japan | Elite Screens Australia 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 6 
France SAS |Elite Screens India | Elite Screens China Ltd. 



PRODUCT WHITE PAPER     

http://www.
  

Elite Screens Inc. |Elite Screens Europe 

Elite Screens Taiwan 

Grommet Close-up 

Section 6: About Elite Screens                                             
6.1 Company Description 
Elite Screens Inc. is a California based company that specializes in making quality commercial and 
home-theater projection screens for the retail and custom install sale
began as an innovative venture into the projection market by manufacturing veterans from the 
AV/IT industry. Elite Screens quickly established itself as an entry level commercial and home 
theater screen manufacturer. This was accomp
with a focus on mass-producing screen material, sizes and aspect ratios that were most commonly 
preferred by AV customers in general. We focused on uniformity with what would match the 
mainstream demographic while including extra features that are not usually included by other 
manufacturers. In time, we progressed from just retail sales into the realm of custom 
installer/integrator manufacture as our numerous reviews and awards will attest. We stand behind 
our product and are so certain of customer satisfaction with the quality of our product that we 
offer a 2-year manufacturer's warranty which is twice the industry standard.
 
In our continued devotion to excellence in products and service, we are committed t
implementing green practices with our production. 
promote conservative regulation of our energy needs. Our simple product designs combined with the 
expertise of our permanent staff ensures that our entire line o
devoted to the high standards of today’s audio
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About Elite Screens                                             
is a California based company that specializes in making quality commercial and 

theater projection screens for the retail and custom install sales channels. Our company 
an innovative venture into the projection market by manufacturing veterans from the 

AV/IT industry. Elite Screens quickly established itself as an entry level commercial and home 
theater screen manufacturer. This was accomplished by making a quality product cost effective 

producing screen material, sizes and aspect ratios that were most commonly 
preferred by AV customers in general. We focused on uniformity with what would match the 

c while including extra features that are not usually included by other 
manufacturers. In time, we progressed from just retail sales into the realm of custom 
installer/integrator manufacture as our numerous reviews and awards will attest. We stand behind 

ur product and are so certain of customer satisfaction with the quality of our product that we 
year manufacturer's warranty which is twice the industry standard. 

In our continued devotion to excellence in products and service, we are committed t
implementing green practices with our production. We have adopted manufacturing methods that 
promote conservative regulation of our energy needs. Our simple product designs combined with the 
expertise of our permanent staff ensures that our entire line of products are made by experienced hands 
devoted to the high standards of today’s audio-video consumer. 

### 
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About Elite Screens                                              
is a California based company that specializes in making quality commercial and 

s channels. Our company 
an innovative venture into the projection market by manufacturing veterans from the 

AV/IT industry. Elite Screens quickly established itself as an entry level commercial and home 
lished by making a quality product cost effective 

producing screen material, sizes and aspect ratios that were most commonly 
preferred by AV customers in general. We focused on uniformity with what would match the 

c while including extra features that are not usually included by other 
manufacturers. In time, we progressed from just retail sales into the realm of custom 
installer/integrator manufacture as our numerous reviews and awards will attest. We stand behind 

ur product and are so certain of customer satisfaction with the quality of our product that we 

In our continued devotion to excellence in products and service, we are committed to 
We have adopted manufacturing methods that 

promote conservative regulation of our energy needs. Our simple product designs combined with the 
f products are made by experienced hands 


