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YARD MASTER

Section 1: Screen Design                                               
1.1 What is it for? 

Elite’s Yard Master Rear Series
virtually any other outdoor projector presentation
a professionally formatted outdoor projection screen that sets up and takes down quickly. The 
Yardmaster’s easily assembled framework ensures many years of good use and is designed to be 
the ultimate low-cost solution to a larger than life picture.
 

1.2 How does it work? 
The Yard Master consists of a metal frame with T
material fabric. It has a high gain performance for applications with a high ambient light 
intrusion.  Its 2.2 gain configuration is ideal for events such as clubs, restaurants, trade shows, 
meeting rooms, and outside evening presentations.
reproduction and black level contrast with wide uniformity
 

Section 2: Product Features                                            
2.1 Characteristics 
Screen Material 
 WraithVeil tensioned rear projection material
 4K Ultra HD and Active 3D Ready
 The outdoor WraithVeil Material is durable 24/7, rain or shine
 Available with rear projection material, in diagonal sizes 103" and 123" in 16:9 aspect ratio

 
Design and Assembly 
  Ideal for any outdoor activities, such as camping, parks or movies in the backyard
 Heavy-duty frame construction for all types of weather
 Setup and Takedown is simple and quick
 Kit includes ropes and 8 stakes for 
  Soft-padded carrying bag stores entire product for portability
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YARD MASTER REAR SERIES 

n                                               
Series of outdoor theater screens is ideal for picnics, barbecues or 

virtually any other outdoor projector presentation imaginable. It is an affordable solution to having 
a professionally formatted outdoor projection screen that sets up and takes down quickly. The 
Yardmaster’s easily assembled framework ensures many years of good use and is designed to be 

cost solution to a larger than life picture. 

The Yard Master consists of a metal frame with T-legs that support Elite’s WraithVeil
It has a high gain performance for applications with a high ambient light 

Its 2.2 gain configuration is ideal for events such as clubs, restaurants, trade shows, 
meeting rooms, and outside evening presentations.  Its special surface coating enhances color 
reproduction and black level contrast with wide uniformity for large audiences. 

Product Features                                            

rear projection material 
4K Ultra HD and Active 3D Ready 

Material is durable 24/7, rain or shine  
Available with rear projection material, in diagonal sizes 103" and 123" in 16:9 aspect ratio

Ideal for any outdoor activities, such as camping, parks or movies in the backyard
duty frame construction for all types of weather 
nd Takedown is simple and quick 

Kit includes ropes and 8 stakes for additional support and wind stability 
padded carrying bag stores entire product for portability 
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n                                                
of outdoor theater screens is ideal for picnics, barbecues or 

imaginable. It is an affordable solution to having 
a professionally formatted outdoor projection screen that sets up and takes down quickly. The 
Yardmaster’s easily assembled framework ensures many years of good use and is designed to be 

WraithVeil screen 
It has a high gain performance for applications with a high ambient light 

Its 2.2 gain configuration is ideal for events such as clubs, restaurants, trade shows, 
Its special surface coating enhances color 

Product Features                                             

Available with rear projection material, in diagonal sizes 103" and 123" in 16:9 aspect ratio 

Ideal for any outdoor activities, such as camping, parks or movies in the backyard 
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2.2 Model Numbers 

 
Section 3: Screen Material Specification
3.1 Characteristics 
WraithVeil is our rear projection screen material. It 
has a high gain performance for applications with a 
high ambient light intrusion.  
configuration is ideal for events such as clubs, 
restaurants, trade shows, meeting rooms, and 
outside evening presentations.  Its special surface 
coating enhances color reproduction and black 
level contrast with wide uniformity
audiences.  Seamless screen sizes are available in 
sizes up to 200". 
Features & Benefits 

 Textured PVC with surface coating
 Gain 2.2 
 Viewing angle: 160° (80° ± LR)
 Screen surface can be easily cleaned with mild soap and water
 Mildew resistant 
 4K Ultra HD and Active 3D Ready

Specifications 
Thickness 
Weight 
Maximum Height 
On-axis Gain 
Half-Gain Angle 

Model 
Number 

Diag. 
Size 

Aspect 
Ratio 

Viewing 
Height 

(in) 
OMS103HR 103 16:9 50.5
OMS123HR 123 16:9 60.3
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Specifications                                   
is our rear projection screen material. It 

has a high gain performance for applications with a 
 Its 2.2 gain 

tion is ideal for events such as clubs, 
restaurants, trade shows, meeting rooms, and 

Its special surface 
coating enhances color reproduction and black 
level contrast with wide uniformity for large 

sizes are available in 

Textured PVC with surface coating 

± LR) 
Screen surface can be easily cleaned with mild soap and water 

4K Ultra HD and Active 3D Ready 
 
0.36 mm 
350 g/m2 
3.2 M 
1.0 
Does not reach half gain 

Viewing 
Height 

 

Viewing 
Width 

(in) 
Screen 

Material Gain Frame 
Color 

N.W. 
(lbs) 

50.5 89.8 WraithVeil 2.2 Silver 32.19 
60.3 107.2 WraithVeil 2.2 Silver 58.42 
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G.W. 
(lbs) 

Packaging 
Dimensions 

(LxWxH) 
 35.71 40.9"x4.5"x18.1" 
 61.73 40.9"x4.5"x18.1" 
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3.2  Gain & Viewing Angle Chart 
 
 
 
 
 
 
 
 
 
 
 
 
 
Section 4: Execution          
Note:  

1. The Ring-Stakes, Curved-Stakes & Guy Rope should always be installed for Stability. 
2. Use of this product is not recommended in gusty winds over 20mph. 

4.1   Parts checklist (Model: OMS100HR/OMS120HR)
A. Screen material x1 

D. Carrying bag 
 
 
 
G. Curved stake x4 
 

J. Long velcro band x20-25pcs 
 
Length 30CM 

TE PAPER      

www.elitescreens.com 

 GmbH |Elite Screens France SAS |Elite Screens India | Elite Screens 

creens Taiwan Corp. |Elite Screens Japan | Elite Screens Australia 

 

Execution                                          
Stakes & Guy Rope should always be installed for Stability. 

Use of this product is not recommended in gusty winds over 20mph.  
Parts checklist (Model: OMS100HR/OMS120HR) 

B. Steel tube x10 
 

C. Fiber glass 
 

E. Guy-ropes x4 
 

F. M6hex nuts x
 

H. Ring stake x4 
 
 

I. M6x43mm hex

K．Button band x7-12pcs 
Length 30CM 
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Stakes & Guy Rope should always be installed for Stability.  

lass pole x4 

s x2 

hex screwx2 
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4.1   Assembly  
Step 1: Main Support Metal Frame Assembly

1. Assemble the steel tube frame by connecting the letters on the ends of the tubes together 
as shown in the picture. For example, A to A, B to B etc.

2. A and J are attached and secured with the provided Hexagonal Screws 
This will be the last step. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step 2:Screen Material Frame Assembly (Fiber glass poles)
1. Join the Fiber Glass Pole to form a straight support rod as shown in the diagram below.
 

 

 

 
 
2. Repeat until all four rods have been formed; two vertical and two horizontal rods.
 
 

OMS103H 

Vertical Support Rod x 2
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Main Support Metal Frame Assembly 
Assemble the steel tube frame by connecting the letters on the ends of the tubes together 

For example, A to A, B to B etc. 
tached and secured with the provided Hexagonal Screws (G). 

 

Screen Material Frame Assembly (Fiber glass poles) 
Join the Fiber Glass Pole to form a straight support rod as shown in the diagram below.

Repeat until all four rods have been formed; two vertical and two horizontal rods.

3. After the frame has been built, lay it on a 
clean scratch-free area. 

Horizontal Support Rod x2Vertical Support Rod x 2 
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Assemble the steel tube frame by connecting the letters on the ends of the tubes together 
(G).  

Join the Fiber Glass Pole to form a straight support rod as shown in the diagram below. 

Repeat until all four rods have been formed; two vertical and two horizontal rods. 

3. After the frame has been built, lay it on a 

Horizontal Support Rod x2 
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Step 3: Attaching the screen material to the frame
1. Insert the horizontal support rods into the top and bottom sleeves of the screen material.
 

 

 

 

 

 

 
 
 
 
 
2. Insert the vertical support rods into the left and right sleeves of the screen material.
 
 
 
 
 
 
 
 
 
 
 
3. Place the screen material (Elite Screens logo facing up) inside the metal frame.
 

 
 
 
 
 
 

Horizontal support rod 
 

Horizontal tension rod 

Vertical support rod Vertical 

Front of Screen material 
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Step 3: Attaching the screen material to the frame 
1. Insert the horizontal support rods into the top and bottom sleeves of the screen material.

2. Insert the vertical support rods into the left and right sleeves of the screen material.

3. Place the screen material (Elite Screens logo facing up) inside the metal frame. 

Vertical support rod 

Front of Screen material  
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1. Insert the horizontal support rods into the top and bottom sleeves of the screen material. 

2. Insert the vertical support rods into the left and right sleeves of the screen material. 
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4. Attach the screen material by the ex
the metal frame using the Velcro and Button bands as shown below.
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Step 4: Final assembly and support system set up
1. Stand the frame upright, and rotate the legs (

screws. Secure using the M6 hex nut (
 

 

 
 
 
 
 
 
 
 
 

2. Next, attach the 
bottom frame with the 
long velcro bands (J) 

A 

Legs A and J are to 
be rotated 90 
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4. Attach the screen material by the exposed areas of the vertical and horizontal support rods onto 
the metal frame using the Velcro and Button bands as shown below. 

Step 4: Final assembly and support system set up 
Stand the frame upright, and rotate the legs (A) and (J) 90 degrees and insert the hexagonal 
screws. Secure using the M6 hex nut (I) place. 

1.  Begin by attaching
the top frame 
button bands

3.  Finally, attach the left 
and right frame with the 
long velcro bands (K) 

Note: Attach the 

J 

M6hexagonal screw

M6 hex nut 
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posed areas of the vertical and horizontal support rods onto 

90 degrees and insert the hexagonal 

1.  Begin by attaching 
the top frame with the 
button bands (L) 

Note: Attach the 
bands on the left 
and right sides as 
tightly as possible. 
This will provide 
the tension 
required to make 
the screen material 
flat. 

hexagonal screw 
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2. Ensure that the ring-stakes and guy rope are properly used to safely secure the screen to the 
ground during use.  

3. Drive the Curved Stakes (G) thr
4. Drive the Ring-Stakes (H) to the ground and attach a Guy

support and stability. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1. The Ring-Stake and Curved Stake should be properly dri
frame from falling which could result in injury or permanent damage to the screen. 

2. Always be cautious of strong windy conditions. We don’t recommend using over 20mph.
3. A soft terry cloth with mild soap and water may be used
 

1. Soft cloth with mild soap &water may be used to clean the screen’s surface. 
2. To prolong the lifespan of this product, store it in its carry case when not in use.

 
 

Curved Stake 
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stakes and guy rope are properly used to safely secure the screen to the 
) through each hole on the ends of the legs. 

) to the ground and attach a Guy-Rope on each side add additional 

Warning Instructions 
Stake and Curved Stake should be properly driven into the ground to avoid the 

frame from falling which could result in injury or permanent damage to the screen. 
Always be cautious of strong windy conditions. We don’t recommend using over 20mph.
A soft terry cloth with mild soap and water may be used to clean the screen surface.

Maintenance 
Soft cloth with mild soap &water may be used to clean the screen’s surface. 
To prolong the lifespan of this product, store it in its carry case when not in use.

Guy rope 

Ring s
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stakes and guy rope are properly used to safely secure the screen to the 

Rope on each side add additional 

ven into the ground to avoid the 
frame from falling which could result in injury or permanent damage to the screen.  
Always be cautious of strong windy conditions. We don’t recommend using over 20mph. 

to clean the screen surface. 

Soft cloth with mild soap &water may be used to clean the screen’s surface.  
To prolong the lifespan of this product, store it in its carry case when not in use. 

Ring stake 
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Section 5: Product Specification
5.1   Dimensions 

Model 
Number 

Diagonal 
Size/Aspect 

Ratio 
A A1 A2 

Unit: mm
OMS103HR 103" (16:9) 2280 2510 115 1282
OMS123HR 123" (16:9) 2723 2890 84 1532

Unit: Inches
OMS103HR 103" (16:9) 89.8 98.8 4.5 50.5
OMS123HR 123" (16:9) 107.2 113.8 3.3 60.3

 
5.2   Drawing 

 

TE PAPER      

www.elitescreens.com 

 GmbH |Elite Screens France SAS |Elite Screens India | Elite Screens 

creens Taiwan Corp. |Elite Screens Japan | Elite Screens Australia 

Specifications                                

B B1 B2 B3 B4 B5 C C1 C2

Unit: mm 
1282 739 600 1560 139 2160 970 670 φ 33
1532 732 600 1796 132 2396 970 670 φ 33
Unit: Inches 
50.5 29.1 23.6 61.4 5.5 85.0 38.2 26.4 φ1.3
60.3 28.8 23.6 70.7 5.2 94.3 38.2 26.4 φ1.3
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C2 D D1 E E1 

    
φ 33 3500 3500 265 255 
φ 33 3500 3500 265 255 

    
φ1.3 137.8 137.8 10.4 10.0 
φ1.3 137.8 137.8 10.4 10.0 
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5.2   Pictures Ratio) 
Yard Master Rear Sizes   
 
 
 
 
 
 
 
 
 
 
 
 
Section 6: About Elite Screens
6.1  Company Description 
Elite Screens Inc. is a California based co
home-theater projection screens for the retail and custom install sales channels. Our company began as
innovative venture into the projection market by manufacturing veterans from the AV/IT industry
Screens quickly established itself as an entry level commercial and home theater screen manufacturer. This 
was accomplished by making a quality product cost effective with a focus on mass
material, sizes and aspect ratios that were
focused on uniformity with what would match the mainstream demographic while including extra features 
that are not usually included by other manufacturers. In time, we progressed from just
realm of custom installer/integrator manufacture as our numerous reviews and awards will attest. We 
stand behind our product and are so certain of customer satisfaction with the quality of our product that 
we offer a 2-year manufacturer's warran
In our continued devotion to excellence in products and service, we are committed to implementing green 
practices with our production. We have adopted manufacturing methods that promote conservative 
regulation of our energy needs. Our simple product designs combined with the expertise of our permanent 
staff ensures that our entire line of products are made by experienced hands devoted to the high standards 
of today’s audio-video consumer. 
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About Elite Screens                                
is a California based company that specializes in making quality commercial and 

theater projection screens for the retail and custom install sales channels. Our company began as
innovative venture into the projection market by manufacturing veterans from the AV/IT industry
Screens quickly established itself as an entry level commercial and home theater screen manufacturer. This 
was accomplished by making a quality product cost effective with a focus on mass-producing screen 
material, sizes and aspect ratios that were most commonly preferred by AV customers in general. We 
focused on uniformity with what would match the mainstream demographic while including extra features 
that are not usually included by other manufacturers. In time, we progressed from just retail sale
realm of custom installer/integrator manufacture as our numerous reviews and awards will attest. We 
stand behind our product and are so certain of customer satisfaction with the quality of our product that 

year manufacturer's warranty which is twice the industry standard. 
In our continued devotion to excellence in products and service, we are committed to implementing green 
practices with our production. We have adopted manufacturing methods that promote conservative 

r energy needs. Our simple product designs combined with the expertise of our permanent 
staff ensures that our entire line of products are made by experienced hands devoted to the high standards 
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mpany that specializes in making quality commercial and 

theater projection screens for the retail and custom install sales channels. Our company began asan 
innovative venture into the projection market by manufacturing veterans from the AV/IT industry. Elite 
Screens quickly established itself as an entry level commercial and home theater screen manufacturer. This 

producing screen 
most commonly preferred by AV customers in general. We 

focused on uniformity with what would match the mainstream demographic while including extra features 
retail sales into the 

realm of custom installer/integrator manufacture as our numerous reviews and awards will attest. We 
stand behind our product and are so certain of customer satisfaction with the quality of our product that 

In our continued devotion to excellence in products and service, we are committed to implementing green 
practices with our production. We have adopted manufacturing methods that promote conservative 

r energy needs. Our simple product designs combined with the expertise of our permanent 
staff ensures that our entire line of products are made by experienced hands devoted to the high standards 


